WV
ARMYJET

AJ-3002i16T

Armyjet Manual for new printer installation



Warning

This manual is only suitable for Armyjet printers. If you install other non-Armyjet printers
and face problems, Armyjet will not take responsibility. Armyjet owns the full copyright of this
manual.

Armyjet will update its printers each year. So there may have some differences from the real

printers.



1 Notes about installation

1.1 Installation environment

» Be sure that there is enough space

* Good environment: Temperature within 20-30°C, moisture within 40-60%
» Far away from sunshine, strong light and fire

* No dust.

1.2 Cautions

» Armyjet Power cable can only be used on Armyjet printers. Original power cable is more
stable.

* The printer should be connected to outlet with earth wires.

» Power should meet local requirements.

» Don’t use damaged wires

» Earth wire should be installed correctly.

1.3 Cautions in operation

« After power on, don’t touch head and head cable

« If you need to move printer or replace any parts like head or head cable, please power it

off first.

+ Clean or do maintenance on the printer, please power off the printer first.

* Never pour off waste ink into natural waters or something like it.

» Once you open the ink bottle, please use it as soon as possible. It's bad for printing
quality after you open the ink bottle for a long time and don’t use it.

» Don’t knock or shake the ink bottle, it will spill out ink.

» Keep the printer clean. Dust or liquid will cause electric leakage.

» Don’t use high pressure air rifle to clean the printer.

1.4 Personnel Security Guide

» Keep the ink out the reach of Children.

* Never drink ink. If you happen to swallow some ink, please see the doctor as soon as
possible.

« If some ink spills out on your skin, please clean with lots of water and some soap
immediately.

« If ink happens to enter your eyes, please clean it with clean water.

» Add or replace ink or something others related to ink, please wear glove, surgical mask,
and protective eye shields.



Part list

ltem | Part name Quantity | Standard
@ Screw M6X16 20
Screw M3X6 20
(2) Power cable 1
(3) Ink tube 1m
(4) PP19 MINI UV 1
(5) USB Flash Drive 1
(6) 24V Origin Sensor 1
(1) Ink damper 2
Connector 8
(9) Tools like Screwdrivers 1
10 Syringe 1
11 Head cable 10




2. Printer installation

Front

Back



3.Function

Heating adjuster

LED Screen

Emergency Switch

Power Switch

White ink Circulation
switch

White ink circulation ‘ se— ) White ink Stirring
adjuster j




4. How to install printhead

(1) Remove these fixtures before power on

(2) After initialization, screen will show like below. And then test all functions from the
panel and then power off the printer.




(4) Install Printhead

(1) Connect head cable like the image below.

13200 Head
Left down Right up

L |

Connect head cable carefully, or it will burn your head or head board.
@.Install head on head plate like below.
® .After power on, loading ink. Load ink from ink pump and press cancel. After

cleaning, choose weak cleaning to make sure that all nozzles can print.




5.How to install software

(1) Install the software PMsetup-Common-20230703-v1.2

« 2H BYHXDTF A.. » PM »

[J)] | £ EPMhiE®x

e e
2023/8/27 10:28

2023/8/25 21:21

N NN %

A B
. 703-v1.2.zip
¥ PMsetup-Common-20230703-v1.2.exe

(2) Connection should be done like below

| INTernet BRMARA 4 (1LF/IFVE) mTE

MRFEETHNeE. NELERaMER P 28 T, FREAR

| ERGEEAGEEESN P 2R,

@ SRES 1P #B1HO)
O SEFFEES 1P HBHH(S):
@ SRS DNS ESHiBHHE)
O SFEFHES DNS ESEBIHE):
EHAEHaE) [EI
[ #= ] ==




(3) Open the software like below

@ Settings

LCD Updating About

Update

Import Printer Papameters
Export Printer Papameters
Print History

4X R ¢

X Home Stop

HI .. » 2HBYHX DTF.. » v O O BE"2HBYHXI
& EFR {EXHER

Firmware 2023/10/8

ICC Profile_photoprint 2023/10/8

PM 2023/10/8

Waveform 2023/10/8

I [] 33.prt 2023/8/27

= canchifyt 2023/8/25

. 8 i600 20230927 params.zip 2023/8/27
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(4) Clean printhead

EPSON_I1600_A1 2H 8C

-~w v

@ PrintMode £¥/6pass

Cleaning Mode

+ Head group 1

Start Cleaning

AIFANEHY g5
A /

®

(6) Add and edit works

Printer Manager

PICTURE DTF L

PP1S 13200 LV

S AU

@ OneDrive

sekuaipm

RIP File (".prn; *prt)
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Job Seftings

Collage

® Byl ( Copies )

Cancel

About Realtime Setting

ord Setting

erand RIP  Layers  Spot color

Customize settings

None

Save and exit Cancel
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(8) Calibration and finish calibration

(1) Step adjustment Make sure that all should be overlap on “0”.

13



(2)  Angle adjustment. Head should vertical, connection should be aligned fully.

Calibration Gl

(4) Bidirectional adjustment, should be aligned with “0” fully.

Save and exit
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5) Left justifying and right justifying, should be aligned with “0” fully.

Calibration

pe - Default s | Rename ] alete Export

1 Base Step 2 Machine Inspection 3. Ve £ 4 tal ¢ 7 Fullrange 9 Vetical Adjustment
al Motion Mode : 360 dpi, V

Calibration ~ ® Head Calibration Nozzle Line C on node a \ Number of heac

Save and exit Cancel

(8) Other fuctions
(DReal-time setting(Adjust head voltage, update waveform)

Settings User Settings
Print Settings
Print Modes
Factory settings

) Realtime Setting

Password Setting

Current
Head
Temp(:c)

All Heads v Download WaveForm i Read QR-Code Set Customer QR-Code
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@) ctrl+shift+G  Enter advanced mode %% Password: byhx123456
(1) Adjusting tool: Check the enter signal and movement status.

Input advanced password

Settings

About

Print History

X Home Y Home

Debug Tool

HE DO

0
0

Switch Switch ] Switch @

o]

M MY 1.0 MY2.0

(¢]

HY0.0

0
0

MYO MY1 HY0 1

M

0

Communication Test

MY1
Raster Uniformity Test

04 MY14

o000

000

Link Te: MY0 5

0

DriverBoard Test MY0 6
Print Debug < Outpit Tow @ - Output High

m Time

-———————————————__________________________________________________________________________________________________,
Debug Tool o,

M8 Type
Input Tes : -7 Rekesh |+ Auto
Output T
Axis Test T

ation Test —
Fixed Move

Terminal Limit
Link Test
Terminal Initializ
d Test

Print Debug o "MBPr

n Time
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(2) Factory setting, change head layout

N s
B s
!\“i

Tools Print Settings

About Print Modes

b Factory settings

Realtime Setting

Password Setting

Factory settings

Head layout

Head Type 11600_A1 of Head C 4 v Export

0000 2 UnitO

Save And Exit
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Visual layout

Cancel




6.How to Install Photoprint

"PhotoPrint Installation manual” About how to install in details, please take a look

at PhotoPrint Installation manual.

" » 2HBYHXDTF... » v D O 1EF"2H BYHX DTF A3 1600
£ B {em A
Firmware 2023/10/8 14:52
ICC Profile_photoprint 2023/10/8 13:27
PM 2023/10/8 13:29
Waveform 2023/10/8 14:53
[ 33.prt 2023/8/27 9:18
= canshu.txt 2023/8/25 22:01
¥ 1600 20230927 params.zip 2023/8/27 10:29
PhotoPrint Installation manual.pdf 2022/4/7 1511 ]

(1) Click this Icon to open photoprint software.

@

FlexiPRINT
MiniUV.
Armyjet

Edition 19

(2) Add printer. Do as below.
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Add Setup * | Add Setup X

Choose a device What do you want to call your new setup?
‘What is the brand name of your color printer? :-..ﬂrmy]e!-MlNi TXV3 .
Armyjet ~ Do you want to print to your Armyjet-MINI TX V3 from other applications?
Rt TRETE is the model name of your Armyjet? [J¥es, install the desktop driver
WWN! ™V = How is your Armyjet-MINI TX V3 connected to your computer?

[ Prompt fox ke path for sach fle
Dun:mlmmm

Diefaul location

|c \Users\vZ\Desktop

(===

(3) Open the ICC Profile photoprint and Copy all the files as below.

R =
“ .. » 2HBYHXDTF.. » v | D P 183F"2H BYHX DTF A3 16001
=t &5
e LM ALE, 2023/10/8 14:52
ICC Profile_photoprint 2023/10/8 13:27
PM 2023/10/8 13:29
Waveform 2023/10/8 14:53
[ 33prt 2023/8/27 9:18
canshu.txt 2023/8/25 22:01
{8 i600 20230927 params.zip 2023/8/27 10:29
PhotoPrint Installation manual.pdf 2022/4/7 15111
H #E
ICC Profile ... » EPSON-TX v D P EEEPSON-TX"
e
A AR & HEs

#) A 11600 BYHX DTF 6PASS V360x1800 3Pa.. 2023/7/3 1648
#) AJ 11600 BYHX DTF 8PASS V360x2400 4Pa.. 2023/7/317:33
#| A) 13200 BYHX DTF 4PASS V720x1200 4Pa... 2022/5/2018:12
4| A) 13200 BYHX DTF 6PASS V720x1800 6Pa... 2022/5/20 18:25
#| AJ 13200 BYHX DTF 8PASS V720x2400 8Pa.. 2022/5/20 18:38
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(4) Open the file where you install photoprint and find ICC profile—EPSON-TX,

and the paste them here.

» OS(C) » Program Files (x86) » SAi » FlexiPRINT 19 Armyjet Edition » ICCProfile » EPSON-TX

iR fEX HEA il K

1 AJ 11600 BYHX DTF 6PASS V360x1800 3Pa.. 2023/7/3 16:48 ICC BeE™F 1,272 KB
| AJ_11600_BYHX_DTF_8PASS V360x2400 4Pa.. 2023/7/3 17:33 ICC BB 1,272 KB
1 AJ 13200 BYHX DTF 4PASS V720x1200 4Pa.. 2022/5/20 18:12 ICC BeE™F 1,272 KB
| AJ_13200_BYHX_DTF_6PASS V720x1800 6Pa.. 2022/5/20 18:25 ICC BB 1,272 KB

(5) AddJob

Serup Job Mame i
Defauit Job Properties

Duplcate Setup..
Make Acive

<

Color Brofier..
Color Profiing Wizard..
Colox Profie Ansiyeer...
Variable Dot Profier .
Optimize CC for Partore...

Aot Vol
Global Color Mapping..
Output Size Compemsation..
Test Prit

(DEdit the image

K sob Properties o x 1
|

I Preset: |Use Defautt sob Propertis] Y@ @)(=(m
f;'i'&gm!;num‘ -1k 2

320.000cm x 22860.000cm v

Elzzo.nm:m '; [ [22860.000em =

ﬂjlomncm EHe Io.ono:m [
E]]lomo:m E 2 |n,omkm ]
Job size

A

] l;o,mgm = % lwo.oom o

B [wssen 2] % [1mooon

1 [(Fitto media ‘A MProportional

Total size: 30.747em x 19.456cm

2
3
£
£
%

Position
3 ‘n.ocukm g |aooo<m o H o
Copies
3 = IozsAm [
11 |o0254cm H
Page range: [1Page nesting
£ 0]
:
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® Choose output profile and then click Send.

Job Praperties

Breset:  [Use Default job Properties]

a8 mlmim - NE SN~ 3

Medis size

60.000cm = 22860.000cm =
B [eontocm (=] [ [228600000m |-

£ [0.000em =] B3 [noodem

3 [0000cm 2 =] Eﬁwﬂcm

Job size

H [sos00om =l % [100000%

W [soBogem = % [toooow |

A 15 to media 3 [Arropartional

Total size:  50.800cm x 50.800cm

Pasition
[+ |a.000em i =] [6.000cm =
Copes
[ 2l 2 [o2stem
1 [02saem
Page rangs [ Page nesting

5

Choose output profile

Jabs Progierties

Breset:  [Use Dwlault Job Properties]

PRI NONE < bR NE AL

Color correction

Use color correction -

BEE@

O-mmpwﬁk A1 13200 BYHX DTF 4PASS V7201200 4F -

Media: AJ 13200 BYHX_DTF 4PASS -

Resalution: | V720x1200 49ass - op
Calor mode: | CMYK( levels) o onoke |
Diither: Enhanced Stochastic 2 wi pdit

[ Senoocth gredients

Advanced

[ Use color mapping

[lignore overprint [T Anti-alkasing
] Apply white knockout for overpeir

Vanable dot MNone

Basio job properties A |

A

Baale job prepertie

A

') Laysut pravier

)

TAL1 30 TIIR I
" 3018 3HT YOLW T2UL"

Set Dedost ”

[ ") Tags previes

(2 4 & 8 %0 13 74 98 38 30 33 34 38 38 30 33 34 36 3 AD AT & 48 a8

0,4 & & 3,0 3 & ® B 18 1% 16 18 18 30 23 Da 38 38 30 33 3¢ 3 8 & &3 &4 a8 &b B0 A3 84 8

L TUWDRRMH
18 3HT YOLM3 TeUL

©

ClRE
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White ink options:Spot color

ob Properties

Prezet  [Use Default lob Propertes]

[ Double white
Whiter ink cpticns:

Warnish ink options:

EEE®

@ BT e

[IDouble varnish ] White(varrish) only

Spat calor -

Spot white

Preset: | [Use Default Job Properties]
7R =R AR Rl

[_]Print as separations

Print separations in color

Channel
Cyan
Magenta
vellow
Black

1

Print ag
Cyan
Magerta
Vellow
Black

Process

[ ]

‘

) P pravien -

o 2 & # B 50 i3 74 38 16 30 33 4 36 38 30 33 3% 30 38 90 (a3 s4 0 8 0 |

£
a
%
3

A

% 3 4 B @ 10,13 74 16 08 30 33 34 36 38 30 35 34,3 98 48 47 44,40 48 %0 55 o4 %

0,8 B 4 3

L1730 TIRR HT
" 3018 3HT YOLU3 T2UL"

&)

- 3% 2N~

Channel Cretails
Channel: 1

Frint as

[ty o o soot cokrs

| Set Ditauit ” send || o ]| Cancel |

i i
o Larsut prerie v

B0 88 o 45 40 0 a0 03w 20 8w

™

=

- JAL1 70 738032 3HT
" 3018 3T YOLM3 T2UL"

< 3

®R)Q

Se1 Detault

4
i
2
g
3
L 3
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