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Warning

This manual is only suitable for Armyjet printers. If you install other non-Armyjet printers
and face problems, Armyjet will not take responsibility. Armyjet owns the full copyright of this
manual.

Armyjet will update its printers each year. So there may have some differences from the real

printers.



1 Notes about installation

1.1 Installation environment

» Be sure that there is enough space

* Good environment: Temperature within 20-30°C, moisture within 40-60%
» Far away from sunshine, strong light and fire

* No dust.

1.2 Cautions

» Armyjet Power cable can only be used on Armyjet printers. Original power cable is more
stable.

* The printer should be connected to outlet with earth wires.

» Power should meet local requirements.

» Don’t use damaged wires

» Earth wire should be installed correctly.

1.3 Cautions in operation

« After power on, don’t touch head and head cable

« If you need to move printer or replace any parts like head or head cable, please power it

off first.

+ Clean or do maintenance on the printer, please power off the printer first.

* Never pour off waste ink into natural waters or something like it.

» Once you open the ink bottle, please use it as soon as possible. It's bad for printing
quality after you open the ink bottle for a long time and don’t use it.

» Don’t knock or shake the ink bottle, it will spill out ink.

» Keep the printer clean. Dust or liquid will cause electric leakage.

» Don’t use high pressure air rifle to clean the printer.

1.4 Personnel Security Guide

» Keep the ink out the reach of Children.

* Never drink ink. If you happen to swallow some ink, please see the doctor as soon as
possible.

« If some ink spills out on your skin, please clean with lots of water and some soap
immediately.

« If ink happens to enter your eyes, please clean it with clean water.

» Add or replace ink or something others related to ink, please wear glove, surgical mask,
and protective eye shields.



Part list

ltem Part name Quantity | Standard
(1) Power cable 1
(2) USB cable 1
(3) Photoprint DX version 1
(4) Ink dampers 2
Pedestal Screw M5X16 20
(5) Printhead Screw M3x6 10
(6) Head cable 8
(7) USB flash drive 1




2. Printer installation

Front

Back



2.1Pedestal Installation
2.1.1 Pedestal parts
Direction: Face the printer, guide by your left and right hands.
Front: F Back: B Left: L Right: R

(1 Foot stool @ Leg
@ Pull Rod
@ Base strutting piece (B Waste ink bottle



e |

® mechanical fastener of Take up system @ Fixed parts for fans

2.1.2 Pedestal Installation

Front



Side
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Left Right

Left Right
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2.2 Connect printer body with Pedestal

2.2.1. Put the printer body on the pedestal, pay attention the four screws we marked, using
these screws(M5X16) to fasten the printer

2.3 Ink supply system installation

2.3.1 Partname

Big ink pot Fixing parts for ink pot

C

Column filter fixing part

Column filter
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2.3.2 Ink Supply System Parts Installation
1. Connect big ink pot with Fixing parts for ink pot
-

2.Connect Column filter fixing part with Fixing parts for ink pot

3. Fasten the ink pot fixing parts to the printer
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4.Install ink cartridges and Column filters, and connect ink tube as below.

5. Install heating fans, take up system, waste ink pot, feeding system as below.
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3. Printer Adjustment
3.1 Before power on your printer

Before you power on the printer, please remove the fixing parts on the carriage and peel off

the film on the guide rail.

3.2 Functions

USB Cable

Heating Adjust

Heating Swich

LED Screen

Printing Panel

Sucking adjust

Power outlet

Power switch
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3.3 How to install printhead
3.3.1 Before installing printhead

1. After initialization, screen will show like below. And then test all functions from the
panel and then power off the printer.

3. Install Printhead
(1) Connect head cable like the image below.
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General Headboard

Photo

BYHX_EPS_13200_V1_0_0

13200 Head

O

QR code /

in front

Connect head cable carefully, or it will burn your head or head board.
@.Install head on head plate like below.
® .After power on, loading ink. Load ink from ink pump and press cancel. After

cleaning, choose weak cleaning to make sure that all nozzles can print.
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4. How to install software and printer manager

41 PM

Note: Before you install Printer Manger, you need to forbid digital signature if

you use Windows 10. Or you can’ t install printer manager. About how to forbid

digital signature on your Windows 10, please read Win10 Setting before PM

Installation.pdf.

Cleaning Parameters

ICC Profile_photoprint

Layout-2H
Printer Manager

Updator_headboard 2H
Updator_mainboard-2H

Waveform

) dotNetFx40_Full x86_x64

2022/4/1 12:49
2022/4/1 12:49
2022/4/1 12:49
2022/4/8 13:57
2022/4/1 12:49
2022/4/22 10:55
2022/4/1 12:49
2019/2/27 14:40

| @ Win10 Setting before PM Installation.pdf

2022/4/7 15:11
2022/4/7 14:46

5
7
I

Sk

X

B

B4,

xf

xf

B4 15

NIFEER 49,268 KB
Microsoft Edge PD. 8,017 KB
Microsoft Edge PD. 1,392 KB

(1) Open A+PM20210616 file where printer manager locates.

< Printer Manager » A+PM20210616 »

A &@ B
Layout
& app
D setup
2 SetupPrinterManager x64
| Vender

v U

2 HEs

2022/4/22 10:51
2020/2/24 15:31
2021/6/16 16:13
2021/6/16 16:13
2020/2/24 15:31

£ fEA+PM20210616 iR

=il Fh

prelisd

ICO BRI 15 KB
RIFETER 418 KB
Windows Installer ... 32,791 KB
XML 24 1KB

(2) Click setup.exe to install Printer Manager.

L] app.ico

1) setup.exe

5 SetupPrinterManager_x64.msi

£ Vender.xml

2017/2/28 16:18

2019/12/16 14:31

2019/12/16 14:32

2017/2/28 16:18

i
NFEERE
Windows Install...

XML 30

(3) When you see the following image, then click Next.

13 PrinterManager

Welcome to the PrinterManager Setup Wizard

X

[

The installer will guide you through the steps reguired ta install Printerdanager on your computer.

WARNING: This computer prograrm is protected by copyright law and international treaties.
Unauthorized duplication or distribution of this program, or any portion of it may resultin severe civil
or criminal penalties, and will be prosecuted to the maximum extent possible under the law.

15 KB
418 KB
27,536 KB
1KB



(4) When you the following, click Browse to choose where you want to install

printer manager. And then click Next.
i3 printerManager = x

Select Installation Folder

The installer will install Printerkdanager to the following folder.

Toinstall in this folder. click "Next". To install to a different folder, enter it belaw or click "Browse".

FEolder:
C:\Frogran Files\FrinterManager' Browse...
Disk Cost...
Install PrinterManager for yourself, or for anyone who uses this computer:
(@ Everyone
O Justrme ‘ ‘ ‘
Cancel < Back [Next »

(5) When you see the following, click Mext to continue.
i PrinterManager — >

Confirm Installation

The installer is ready to install PrinterManager on your computer.

Click "Mext" to start the installation
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(6) After installation complete, click Close.
73 PrinterManager —

Installation Complete

Printertanager has been successiully installad.

Click "Close" to exit.

Flease use \Windows Update to check for any critical updates to the NET Framewark.

[ Caricel | { <Back | l Close i

During the installation, if you see the following, it means that you

need to install computer environment dotNetFx40 Full x86 x64.

At > 2H W{EEREEEE 04012022 » 2H WRIEEE v D P HEER2H e
&5 : fsREm sem Ko

Cleaning Parameters 2022/4/1 12:49 ke

ICC Profile_photoprint 2022/4/1 12:49 ke

Layout-2H 2022/4/112:49 e

Printer Manager 2022/4/8 13:57 ke

Updator_headboard 2H 2022/4/112:49 prgiss

Updator_mainboard 2H V10.0 2022/4/112:49 Rk

2022/4/1 12:49 Rk

ﬁ dotNetFx40_Full x86_x64 I 2019/2/27 14:40 R FIER 49,268 KB
PhotoPrint Installation manual 2022/4/7 15:11 Microsoft Edge PD... 8,017 KB
Win10 Setting before PM Installation.pdf 2022/4/7 14:46 Microsoft Edge PD... 1,392 KB
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4.2 How to Use Printer Manager

1. Click the following icon

ONY Cusiey Evsiustion pt

o o | Qi

@ Update head layout like the below. If your printer is single head, then choose

Layout-TH. If It' s double heads, then choose Layout-2H.

l Update

‘ Update Layout
Switch Layout
Password

Calibration Wizard

Real Setting

HeadParameter

Cleaning Parameters 2022/4/22 10:55 sk

ICC Profile_photoprint 2022/4/22 10:55 preisg

Layout-2H 2022/4/22 10:55 Wit

Printer Manager 2022/4/22 10:55 it

Updator_headboard 2H 2022/4/22 10:55 fHEE

Updator_mainboard 2H V10.0 2022/4/22 10:55 it

Waveform 2022/4/22 10:55 BTG
3 dotNetFx40 Full x86 x64 2019/2/27 14:40 NFRER 49,268 KB
@ PhotoPrint Installation manual 2022/4/7 1511 Microsoft Edge PD... 8,017 KB
Win10 Setting before PM Installation.pdf 2022/4/7 14:46 Microsoft Edge PD... 1,392 KB
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@ After you update layout, please click layout view to check if you update the right

one.

UpdateWaveform
Edit

LayoutSetting
JobModeSetting

Layout View

Save Calibration Parameter

Load Calibration Parameter

History

® Layout setting

UpdateWaveform
Edit Fo ’ - - F
Layer Settrg
LayoutSetting Yreews 2
el " £
JobModeSetting v F
Sublayerlum 1

Layout View

N = fey u
Eﬁnﬂsa Souce 0 v DataType Momal v [T MiorX

Save Calibration Parameter

Load Calibration Parameter

History




@ JobModeSetting

UpdateWaveform
Edit
LayoutSetting
JobModeSetting

Layout View

Save Calibration Parameter

Load Calibration Parameter

History

. e
Layout
B 2 A G o

‘ 6pass Bidirection True |
RepeatPrint False
St
Footer
FeatherNozzle 0
FeatherType WE
FeatherValue 0
MirrorX False

Multiplelnk 2K
Pass
Print Qualiy | ]
ReversePrint  Fase
Speed

o e ]

utipleVamishink | 2Lk

Hiultplebhiteink - KU

.

Recommend to use VSD1, strong feather, printer quality(High Precision)

® Edit

COB00 ~vQes" &8 D@
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4.2 How to do Calibration

Update

Update Layout
Switch Layout
Password
Calibration Wizard
Real Setting

= EEes

HeadParameter

Calibration mode: Vsd 1 360 precision_720 high speed
1. Step Check  Enter value according to the real Calibration image. After you click

step check, the printer will print a calibration image.

Mechanical Check
Adjust head with tools.

[VSD_1_360HghPrecision_720HghSpeed v

Step

| Sen Creck ]l poo R[]  Basesss

2Bithode Large Dot ~|
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2. Vertical check Also vertical calibration, it" s to adjust head angle so that

printhead is aligned with the printing platform vertically. Usually, you need to

adjust screws on the head plate.

Mechanical Check
Adjust head with tools
Sizp

[(omoex | pu Bis] esese 2

Masc

[ listissca Gt | 2Biblode

[ chaek ] [ Net> ][ Foshed |

Recommend to use 80-100 magnifier to look at the right channel.

e
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When it likes the above, then it means your vertical check is perfect.

ST

When condition b appears, it means that head lens to the right, then please adjust

the screw as the arrow.

()

When condition ¢ appears, it means that head lens to the left, then please adjust

the screw as the arrow.

When you use printer manager to print nozzle check, adjust the second head

so that the head gap is perfectly at 10.
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3. Group gap left

Print calibration image and enter the proper value to offset, make sure “0” is aligned
perfectly.

B
Growp G

= b BHb o

s T EE A

Lo B e —
Brechon 150 3]

Hed 1M 3@ 500 700 9m n© 1B M
(T SO Y I T O O O (O - (T
L T T T T T I I I R
Reiee 000 2| SN seo 0t Baeser [B7 :

Prt | Sawe <Back | | Met> Frished

4. Group gap  Right

Print calibration image and enter the proper value to offset, make sure “0” is aligned
perfectly.

Calibration Wizard A: %
— )
ek 0 =
[
Biirection 230 3|
Hesd 1M 00
(T - |
A [ H P F
[ [ ] [ ook [ Wty | [ Fnahed |
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5. Horizontal calibration
(1) Bidirectional Calibration, Choose Group all Calibration

Print calibration image and enter the proper value to offset, make sure “0” is aligned
perfectly.

Calibration Wizard_Adidirection Calibration

[ ] [ ) [ebed |

(2) Left alignment Right Alignment

Print calibration image and enter the proper value to offset, make sure “0” is aligned
perfectly.

Calibration Wizard Aleft Calibration

Gap G G2

0 40 500 800 7™M &M an 1M nic 1209 1m0 Hic 1M ®M
so b

| O | T | | IO | T, s |

Head
ten o [
Right

[ ][5 ] [ ] [ het> | [P |
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6. Overlap

Enter 20, print calibration image. Adjust values according to calibration image. Make sure that
two heads are matched perfectly.

Calibration Wizard A X |

Head imm 7104) 0 40 50 [1(=] 7M am M 10m) nc 120 130 " 15 (M) .M
PO B BB BN B S 2 O S O RN R O

Roise: [© 5] [ s 0] mmeso p@E

s = [ceck | [[het> | [ Fushed |




3. How to Install Photoprint

Ill

"PhotoPrint Installation manual” About how to install in details, please take a look

at PhotoPrint Installation manual.

Ly [ e P e

Cleaning Parameters 2022/4/22 10:48 prgl=cs

ICC Profile_photoprint 2022/4/22 10:47 prel-=

Layout-1H 2022/4/22 10:50 Xk

Printer Manager 2022/4/22 10:51 A

Updator_headboard 1H 2022/4/22 10:49 M

Updator mainboard 1H V10.0 2022/4/22 10:47 prete

Waveform 2022/4/22 10:47 M
32 dotNetEx40 Full x86 x64 2019/2/27 14:40 RIFRER 49,268 KB
@ PhotoPrint Installation manual 2022/4/7 15:11 Microsoft Edge PD... 8,017 KB
= Win10 Setting before PM Installation.pdf 2022/4/7 14:46 Microsoft Edge PD... 1,392 KB

3.1 Click this Icon to open photoprint software.

@

L PEIEXiPRINT
IDXEATmYy et
Editionfl9

® Add printer. Do as below.
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Add Setup

Choose a device
What is the brand name of your color printer?
Armyjet
What is the model name of your Armyjet?

Armyjet-4720-8YHX

Add Setup

What do you want to call your new setup?

Armyjet-4720-BYHX
Do you want to print to your Armyjet-4720-8YHX from other applications?
[ ¥es, install the desktop driver

How is your Armyjet-4720-BYHX connected to your computer?

[] Prompt for file path for each fle
[ Use custom extension:
Defauk location

|C:\Program Files (BENSANFlexPRINT 13 Amyiet Ed)

® Open the ICC Profile photoprint

Cleaning Parameters
ICC Profile photoprint
Layout-1H
Printer Manager
Updator_headboard 1H
Updator_mainboard 1H_V10.0
Updator_mainboard-1H
Waveform
2 dotNetFx40 Full x86 x64
@ PhotoPrint Installation manual
Win10 Setting before PM Installation.pdf

@ Copy all the files as below.

ICC Profile_photoprint » BYHX-4720

N ER
2] AJ_BYHX_13200_ECO_new1_2pass 360x1200
4] AJ BYHX 13200 ECO new1 3pass 360x1800
4| A) BYHX 13200 ECO_new1_4pass 360x2400
4| A) BYHX 13200 ECO_new1_6pass 360x3600
4] AJ BYHX 13200 ECO_PVC 4PASS 360x2400
4] AJ BYHX 13200 ECO_PVC 6PASS 360x3600

] I Cancel ] [ Sharing l I Back I Finish ] l Cancel
2022/4/19 912 A
2022/4/19 9:11 s
2022/4/19 913 St
2022/4/19 913 prlis
2022/4/2117.08 A
2022/4/19 9:14 SAE
2022/3/31 9:31 A
2022/3/31 9:31 NAEE
2019/2/27 1440 MR 49,268 KB
2022/4/7 15:11 Microsoft Edge PD... 8,017 KB
2022/4/7 14:46 Microsoft Edge PD... 1,392 KB
v O £ FE BYHX-4720 thigk
EXHE ESid) K
2022/6/9 13:42 ICC BBt 1,323 KB
2022/6/9 14:15 ICC BBt 1,323 KB
2022/6/9 11:25 ICC EESUt 1,379 KB
2022/6/9 11:35 ICC BB 1,379 KB
2022/6/9 14:36 ICC BBt 1,379 KB
2022/6/9 14:47 ICC EeEsUt 1,379 KB
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® Open the file where you install photoprint and find ICC profile=BYHX-4720, and

the paste them here.

i » OS(C) » Program Files (x86) » SAi » FlexiPRINT 19 Armyjet Edition » ICCProfile » BYHX-4720

&R h ExaE sem S/

#| A) BYHX 13200 ECO_new1 2pass 360x1200 2022/6/9 13:42 ICC BEeE (L 1,323 KB
+| AJ BYHX 13200 ECO_new1 3pass 360x1800 2022/6/9 14:15 ICC BRE~i4 1,323 KB
+| AJ BYHX 13200 ECO_new1_4pass 360x2400 2022/6/9 11:25 ICC BRE~i4 1,379 KB
+| AJ BYHX 13200 ECO_new1_b6pass 360x3600 2022/6/9 11:35 ICC BRE~i4 1,379 KB
2| AJ BYHX 13200 ECO_PVC 4PASS 360x2400 2022/6/9 14:36 ICC BRE~i4 1,379 KB
2| AJ BYHX 13200 ECO_PVC 6PASS 360x3600 2022/6/9 14:47 ICC BRE~i4 1,379 KB

® AddJob

Setup Propertes...
Default Job Properties...
5l Delete
Duplicate Setup...
W Make Active

Color Profiler...

Color Profiling Wizard...
Color Profile Analyzer...
Variable Dot Profiler...
Optimize ICC for Pantone...
Output Validation,

Global Color Mapping...

Output Size Compensation...

Test Print

Edit the image

N Job Properties o x 1
|

I Preser: [1use Defautt sob Properties) %
4|8 el|mn e s e

Media size 240 180 180 140 120 100 80 80 40 20
~
320.000cm x 22860.000cm -
Elzzo.n\nm + [ [22860.000cm (=
D‘Dmﬂcm +! 2 [0.000em o
D‘omﬂ:m & 0.000cm
Job size
-
] limmm ! % [100000%
)
I.ll|9‘456<m = % [100000% 2
&
X Ofttomedis 1 SProportionsl X
Total size:  30.147cm x 19.456cm =
§
Position =
-
Do‘ﬂ.OOOcm % [0.000cm g
Copies
3 “ 2 [0254m
1 |0254cm
Page range: [FPage nesting
F 6 i
- A
e T T T v
sl :
| Set Default H Send ” oK H Cancel
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Choose output profile and then click Send.

Job Praperties

Use color correction v

Output profile: | AJ_BYHX_13200_ECO_new!_4pass 360x24( v

Media: | AJ_BYHX 13200 ECO_new!_dpass v

Resolution:  360x2400 ~| oAl
Cor s e
oiber

[JSmoeth gradients
A Use color mapping
[Oignore overprint [ Anti-aliasing

(] Apply white knockout for overprint

Variable dot

I—IA busia job propertios A |
4
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5. How to maintain.

1. Regularly clean wiper and ink cap

2. Regularly clean head plate

y

4.  Power on printer, clean head each day. Check nozzle state.

5. Longtime no use, printhead is easy to be blocked. You can pour some cleaning liquid to the
ink cap, moving head back to ink cap.

6. When your printer has any error report, take photos and power off printer, move head back
to ink cap. Ask technicians to help you.
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