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1. Printer installation

2. Printer Adjustment
2.1 Before power on your printer
Before you power on the printer, please remove the fixing parts on the carriage and peel off

the film on the guide rail.




2.2 Functions

& pEmITER

(DTemperature Control

USB Cable

Heating Switch

Heating Model

Heating Adjust “+”

o n

Heating Adjust

Power switch

White ink pump switch
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2. How to install printhead
1. Before installing printhead

(D After initialization, screen will show like below. And then test all functions from the

panel and then power off the printer.
| PE——,,

2Remove the carriage cover and head board cover




2. Install Printhead

(1) Connect head cable like the image below.
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Connect head cable carefully, or it will burn your head or head board.

@.Install head on head plate like below.

® .After power on, loading ink. Load ink from ink pump and press cancel. After

cleaning, choose weak cleaning to make sure that all nozzles can print.
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3.How to install software

Don’t need to install the software. Just click “ PrintExp” and then

you can use it.

PrintExp_ V5.

H=

=3 PrintExp_V5.7.6.5.54.Single_20220810

=B @ WAEFIR

{ 4 > PrintExp V5.7.6.5.545ingle 20220810 v U | O {EPrintExp V57.65.545Single 20220810 iz l
| ~ E ° jemEm s e |

i [%] ImgLoader.dll 2022/8/917:16 NAEREFTE 44 KB
* InkCalMgr.dil 2022/8/9 14:51 RRERT R 46 KB
* [ ktftytp.id 2022/7/28 11:34 1D 3044 48 KB
P [ kthdbrd.id 2022/7/28 11:34 1D 324 5KB
=mp P [] ktmchtp.id 2022/7/28 11:34 1D 37 6 KB
) LogMgrdll 2022/8/9 14:51 RIFRRERY R 64 KB

-~ Armyjet-13200-
| mfe100.dll 2022/7/28 11:34 RRERT R 4,241 KB

| HS 60 13200 D"
msvep100.dil 2022/7/28 11:34 RIRiEF R 412 KB
~ AR (D) msver100.dil 2022/7/28 11:34 IR R 753 KB
| REER NozzleClose.dll 2022/8/9 14:51 RiFFiER R 42 KB
@ OneDrive ] NWReceive.exe 2022/8/9 14:51 TR 76 KB
NWReceiveProc.dl 2022/8/9 14:51 RIRERE 14 KB
M WPSRIE PassDataProc.dll 2022/8/9 17:16 RIFREFY R 57 KB
= e @ PrintExp.exe 2022/8/10 19:28 iz 1,477 KB
3R [] PrintExp.exe.20220924163942.dmp 2022/9/24 16:39 DMP 3744 171 KB
; [] PrintExp.exe.20220924164839.dmp 2022/9/24 16:48 DMP 375 169 KB
B wn [] PrintExp.exe.20220926103459.dmp 2022/9/26 10:34 DMP {5 146 KB
=8n [] PrintExp.exe.20220926110234.dmp 2022/9/26 11:02 DMP 3745 145 KB
[] PrintExp.exe.20220926141800.dmp 2022/9/26 14:18 DMP 2% 171KB
4 TF PrintExpStyle.dil 2022/8/8 10:15 RiFgiEr = 119 KB
=1 PrintModule.dll 2022/8/9 17:16 RIFRRER TR 64 KB
maE 1] Projectini 2022/10/19 13:52 EERE 1KB
£ 05(C) PublicApp.dil 2022/8/9 14:51 REFREFY R 100 KB
; SDM8P.DLL 2022/7/28 11:36 RIFiER R 52 KB
- AORE D) SDMCS.dIl 2022/7/28 11:36 SRR 370 KB

69 MME &R 1EA 144 MB

1.Connect printer with computer, you need to use the IP address we offer.







2.0pen the software, after it turns green, then it means that it’s connected successfully.

© File & Print @iSetting @ Adjust  EdVoltage [EbAdvance
= 4
| B 4§ ® © i
penfile: Check  Clean  Flash Margin  Left  Right Ahead Back X Reset

Print job list

Job Dpi: Print Progress:
Print Mode: Print Time:
Job size: Print Capacity:
Print Length Print Copy:

Device Ready

Task Settina

bpenFile:  Print Print Setting
Count: 1 X Margin: 150.00 mm
Print job list

= Copy ( Si = Region

39.prt

X Count: X Pos: mm

No PreView Print Mode: 3PASS LM
Y Count: Y Pos: mm

Job Status:  Task Read
S kY X Space: mm Width: mm

Y Space: mm Height: mm

Task Info:
Job Name: 39.prt
Job Dpi: 360 X 1800
mage Size: 845.11mm X 580.79mm
-olor Num: 4

Print Mode: 3PASS LM

Polyploidy ink amount

Color: 11

White: 1

Ink Statistics




4.Save : Set it according to your needs. Each time you change your setting, please press save.

Print 8} Setting @ Adjust  EJVoltage [ElAdvance

J © o C B

JpenfFile: Check Clean Flash Margin Ahead Back X Reset Load Save

Head Select Margin Setting Advance Function

Head Select: X Margin: 150.00 Channel: Normal

Common Setting ColorBar Setting Eclosion Setting
Print Speed: High Mode: Mode: Depth
Print Direct: Bidirect Pos: Type: Fog Type
Pre-Print Flosh: Concentration: Load Ink Auto Jump White
Auto Clean: Width: 5. Head Select: 1 head Type:
Distance: 5. Load Ink Auto Reset:
Speed: mm/s

UV Light = Standby Clean

Left: @ L Light @ R Light Time: Wait time:

--->Right: @ L Light @ R Light

¥ ] X Pos: 0 mm . Device Ready

5.Calibration: After you do all, then finish.

& Print 8} Setting @ Adjust
o8
@ 4 © ([
JpenFile: Check Clean Flash  Margin Left Right  Ahead Back X Reset Load Save

faterial Select: pp Add | Deles Edit [
X Print Dpi: 360DP! X Copys: 1 X Space: 0
Print Speed: High ¥ Copys: 1 Y Space: 0
ead Install )Nozzer check Vertical check Left-Right tilt Front-Rear tilt
Step Adjust
Head Space Print Adjust
Color Adjust

irec Adjust

<

X Pos: 0 mm . Device Ready

(DHead nozzle check

Please clean the head until all head nozzle
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@Vertical check
Adjust the angle to make sure that your head is vertical, and all alignment is good.

@Head Install Nozzer check @®Vertical check  Left-Right tilt Front-Rear tilt

Step Adjust
Head Space
Color Adjust

Bidirec Adjust

] Ew“’:ﬂq_ p
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(3)step Adjust
Adjust the value according the calibration image you print. Make sure that 0 is coincided.

Head Install

Base Step
@ Step Adjust Print Adjust 0.00

Head Space Calculate 25000
Color Adjust

Bidirec Adjust
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@Color calibration
Adjust the value according the calibration image you print. Make sure that 0 is coincided.

Head Install Copy
Step Adjust Left Adjsut Right Adjust

Len CH1 CH2 CH3 CH4 CH5 CH6 CH7 CH8 o CH1 CH2 CH3 CH4  CHS CH6  CH7 CH8
HeadSpace ot [TENNCCWMETE oo oo METNNCWEKEM o MEENNCUECEM oo oo O

@®Color Adjust

Bidirec Adjust

¢ Nad i

<« b |
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&< [ ] Hi =
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BBidirectional calibration
Adjust the value according the calibration image you print. Make sure that 0 is fully coincided.

Head Install

Step Adjust Bidirect Value: 13.00

Print Adjust
Head Space

Color Adjust

®Bidirec Adjust
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6.Voltage: Adjust the voltage according to your real needs.

Sprint  {BSetting  @Adjust  E3Voltage Advance

Q g © @

JpenFile: Check Clean Flash  Margin Left Right  Ahead Back X Reset

Voltage Offset( Head Temp(R)

CHO1 CHO5 CHO7 CHO8 Head1

Refresh FIENBEENE

X Pos: 0 mm - Device Ready

7.Advance setting

(= $iSetting  @Adjust  E3Voltage [ElAdvance

) B © © i

JpenfFile: Check Clean Flash  Margin Left Right head Back X Reset

Factory

Net Setting
Version Info

Encryption
Rip Print

Switch ink order
®Advance
Nozzle Close

Print mode setting

Device Ready
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(D Connect the computer with printer

Factory

Net Setting

Net Setting

Communication set

Version Info
Encryption

Rip Print

Tep Setting

Switch ink order L rrr—

(® Advance

LoacIp: | 192 . 168

Nozzle Close

Server IP:

Print mode setting Server port:

Cancel

@ Encryption: installment password or change your language.

Factory Extension&Language X
Net Setting A stension |glanguaged P

Version Info
Encryption

RI a Step 1: Send the following application code to the manufacturer Update

p Print Switch ink order Aopatoncoce; ESRRRRTEIRG
@ Ad\l'a nce Step 2: Enter the authorization code sent from the manufacturer into the edit box below
Nozzle Close Fadii |

Authorization code: ‘

Print mode setting

Confirm Authorize

Note: Unable to contact the equipment manufacturer, apply for temporary authorization (available for 3 days)

4 How to Install Photoprint

"PhotoPrint Installation manual” About how to install in details, please take a look

at PhotoPrint Installation manual.

Bt > W EEEEE » HS 13200 1H ECO v U £ FEHS 13200 1H ECO #iE%E
BIR B HE = N
Firmware 2022/10/28 15:.08 A
ICC Profile_photoprint 2022/10/17 15:39 Xk
PrintExp V5.7.6.5.54.Single 20220810 2022/10/28 15:08 34k
@ AJ-180i for new printer installation.pdf 2022/7/25 14:31 WPS PDF 344 3,958 KB
_| PhotoPrint Installation manual.pdf I 2022/4/7 15:11 WPS PDF 3744 8,017 KB
!;5_] Win10 Setting before PM Installation.pdf.pdf 2022/4/7 14:46 WPS PDF 3244 1,392 KB

14



@ Click this Icon to open photoprint software.

FlexiPRINIT

MinilUV.
Armyjet
Edlition 194

® Add printer. Do as below.

Add Setup X
Choose a device
What is the brand name of your color printer?
Armyjet v
What is the model name of your Armyjet?
Armyjet-MINI TX V2 v
Back [ Next ‘ [ Cancel J

15



Add Setup

What do you want to call your new setup?

Armyjet-MINI TX V2_1

[Jves, install the desktop driver

How is your Armyjet-MINI TX V2 connected to your computer?

FILE: v

Prompt for file path for each file

[ Use custom extension:

Default location

‘C \Program Files (x86)\SAINFlexiPRINT 13 Armyjet Edl‘

Do you want to print to your Armyjet-MINI TX V2 from other applications?

ENEERESR

® Open the ICC Profile photoprint

& > W EREEE > HS 60 13200 DTF » v O A2 FEHS 60 13200 DTF iz
FFR & BE E3itd Pl
I ICC Profile photoprint I 2022/11/29 10:31 i
PrintExp X64 V5.7.6.5.14.85 YW 20201207 2022/11/29 1037 i
B PrintExp X64 V5.7.6.5.14.BS YW 20201207 zip 2022/4/27 10:13 3604 ZIP it 25,242 KB
fil FIEDER{45iBET520180324(1).pdf 2022/4/27 10:13 WPS PDF 3044 1,994 KB
@ Copy all the files as below.
< ICC Profile photoprint » EPSON-TX v O S FEEPSON-TX thigz
"~ OER & HE = PN
F 2| Al 4720 DTF_V720x1800 6Pass .icc 2022/4/25 10:29 ICC BREY 207 KB
‘ 4 Al 4720_DTF_midlle_V720x1800 6Pass .icc 2022/4/25 10:35 ICC ERBSF 1,249 KB
2| AJ 4720 DTF Midlle_V720x2400 8Pass .icc 2022/4/25 10:40 ICC BB 4 1,249 KB
»
4| AJ-4720 DTF_V720x2400 8Pass .icc 2022/4/25 10:32 ICC BRE™AHF 1,256 KB
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® Open the file where you install photoprint and find ICC profile=EPSON TX, and

the paste them here.

« ICCProfile » EPSON-TX v O 2 1 EPSON-TX thigZ
AT = EREam ESi A
¢ 4| AJ 4720 _DTF_V720x1800 6Pass .icc 2022/4/25 10:29 ICC BB 207 KB
. 4| AJ 4720 DTF midlle_V720x1800 6Pass .icc 2022/4/25 10:35 ICC BB 1,249 KB
4| AJ 4720 _DTF_Midlle_V720x2400 8Pass .icc ~ 2022/4/25 10:40 ICC BB 1,249 KB
L 4| AJ-4720 DTF_V720x2400 8Pass .icc 2022/4/2510:32 ICC BB 1,256 KB
¢
® Add Job
Setup Properties... |
Defauk Job Properties...
it Delete
Duplicate Setup...
¥ Make Active
Color Profiler...
Color Profiing Wizard...
Color Profle Analyzer._.
Variable Dot Profiler...
Optimize ICC for Pantone...
Prapemer |
Outpet Sico Compemstion.: |
Test Print |
Edit the image
Job Properties o X
- BEEMm
@ | ol | 61 | (@ O] () Loost preview =
Media size = [l®_» ® % @ = = 2 2 15 0 5
160.000cm x 22860.000cm v & )
=] [so,ootkm ] @3 lzzsso,OOOcm 2 gl
(] [O.DOO(m 18 [0,000cm & g
0O ID.OO(km O ‘0.000cm =
= = 8|
8
Job size
P 8
i |31.107cm s % lwo.ooo% o
m |3|.107cm = % Kmo.ooo% i ¥
K Oftomeds [ HiProporion E o
Total size: 31.107cm x 31.107cm o 5|
Position s
-« &
¢ [0.000cm = 2 {0.000cm A e
| 3= ] |7 !
Copies
g..
31 a2 ‘O.ZSkm 2

71 [0.254cm 2
[1Page nesting
F ®
J H

Page range:

[ swomn |
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¥ Job properties o x B
I Preset:  [Use Default Job Properties]
406/ «Eew e ) [psss pravien v
. = o 2 4 6 10 1214 16 18 20 22 24 26 28 30
Color correction N
;,
Use color correction v
a,
Output profile: | AJ-4720_DTF_V720x2400 8Pass .icc v
8
Media: AJ-4720 DTF_ ~
&
Resolution:  V720x2400 8Pass v DPI -
Color mode:  CMYK (2 bits) e
o
Dither: Enhanced Stochastic v| Edit N ) i
<] H
[JSmooth gradients a| .
HEE I g
& 1 g
H & H
i e :
=< 1 =
3| e
HEE
o
’ «
[ Use color mapping =l
[ignore overprint [ Anti-aliasing | I I
° v
[ Apply white knockout for overprint 1 ARMYJE
“
Variable dot None 1
! |
o
Rl
]
(]
< >
[ sooemn [ s [ ox ][ o |
White ink options:Spot color
Job Properties o X
et |liz= Detatiieb Propeties] 9
T Ty 7 -
4 &880 e ET W& (L) [Loyout previer v
. £0 55 50 45 40 35 30 25 20 15 10 5
[JDouble white [JDouble varnish ] White(varnish) only 7S
©
=
White ink options: Spot color v
R~
Varnish ink options: None 2
8
8
8
- |3
° 0
ERE]
Y
&
HIRE
=
o |
3| |
&
8
:
&
&
©
w
= v
< >
savetatt | [ send  |[ ok [ concel |
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K Job properties

I breset: [[Use Defautt Job Properties]

4|8

/

Layout preview v
] = € 55 50 45 35 ® 25 20 15 10
[ Print as separations B
©
Print separations in color
. R
Channel Print as b
Cyan Cyan P
8
Magenta Magenta 1
Yellow Yellow P
Black Black | 1
1 Process Channel Details X
Channel: 1
Print as
Spot_White v
[ Apply to all spot colors.

Edit

)

Y

Reset e

o ARMYJET &H

l Set Default H Send ” oK ” Cancel

Choose output profile and then click Send.
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