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Warning

This manual is only suitable for Armyjet printers. If you install other non-Armyjet printers
and face problems, Armyjet will not take responsibility. Armyjet owns the full copyright of this
manual.

Armyjet will update its printers each year. So there may have some differences from the real

printers.



1 Notes about installation

1.1 Installation environment

» Be sure that there is enough space

* Good environment: Temperature within 20-30°C, moisture within 40-60%
» Far away from sunshine, strong light and fire

* No dust.

1.2 Cautions

» Armyjet Power cable can only be used on Armyjet printers. Original power cable is more
stable.

* The printer should be connected to outlet with earth wires.

» Power should meet local requirements.

» Don’t use damaged wires

» Earth wire should be installed correctly.

1.3 Cautions in operation

« After power on, don’t touch head and head cable

« If you need to move printer or replace any parts like head or head cable, please power it

off first.

+ Clean or do maintenance on the printer, please power off the printer first.

* Never pour off waste ink into natural waters or something like it.

» Once you open the ink bottle, please use it as soon as possible. It's bad for printing
quality after you open the ink bottle for a long time and don’t use it.

» Don’t knock or shake the ink bottle, it will spill out ink.

» Keep the printer clean. Dust or liquid will cause electric leakage.

» Don’t use high pressure air rifle to clean the printer.

1.4 Personnel Security Guide

» Keep the ink out the reach of Children.

* Never drink ink. If you happen to swallow some ink, please see the doctor as soon as
possible.

« If some ink spills out on your skin, please clean with lots of water and some soap
immediately.

« If ink happens to enter your eyes, please clean it with clean water.

» Add or replace ink or something others related to ink, please wear glove, surgical mask,
and protective eye shields.



Part list

ltem | Part name Quantity | Standard
(1) Power cable 1
(2) Photoprint UV version 1
(3) USB flash drive 1
(4) Ink dampers 4
Pedestal Screw M6X16 14
@ Printhead Screw M3x6 12
(6) Head cable 14
(7) inductor 1




2. Printer installation

Front

Back



2.1Pedestal Installation
2.1.1 Pedestal parts
Direction: Face the printer, guide by your left and right hands.
Front: F Back: B Left: L Right: R

(1 Foot stool @ Leg

® Pull Rod



@ Base strutting piece (B Waste ink bottle

® mechanical fastener system (DTake up system

(®Fixed parts for LED



2.1.2 Pedestal Installation










2.2 Connect printer body with Pedestal

2.2.1. Put the printer body on the pedestal, pay attention the four screws we marked, using
these screws(M6X16) to fasten the printer

2.3 Ink supply system installation
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2.4. Install heating fans, take up system, waste ink pot, feeding system as below.

3. Printer Adjustment
3.1 Before power on your printer
Before you power on the printer, please remove the fixing parts on the carriage and peel off

the film on the guide rail.
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3.2 Functions

(DTemperature Control

Heating Switch

Heating Model

Heating Adjust “+”

Heating Adjust “r

@sSucking adjust

USB Cable

Printing Panel

LED Switch Power switch
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3.3 How to install printhead
3.3.1 Before installing printhead

1. After initialization, screen will show like below. And then test all functions from the
panel and then power off the printer.

2. Remove the carriage cover and head board cover

3. Install Printhead
(1) Connect head cable like the image below.

General Headboard

in front

Connect head cable carefully, or it will burn your head or head board.
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@.Install head on head plate like below.Tighten pipe clamps first, then use syringe

to suck ink from sub-tank so that all the sub-tank are full of ink. After filling all the

sub-tanks, loose the pipe clamps.

® .After power on, loading ink. Load ink from ink pump and press cancel. After

cleaning, choose weak cleaning to make sure that all nozzles can print.
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4. How to install software and printer manager
41 PM

Note: Before you install Printer Manger, you need to forbid digital signature if
you use Windows 10. Or you can’ t install printer manager. About how to forbid
digital signature on your Windows 10, please read Win10 Setting before PM
Installation.pdf.

> IR > AR (D) > KRG > HTEREEE > 3H BYHX UV CWC 1.8M 13200 >

&R - femEm wm Ko
Cleaning Parameters 2023/5/517:29
ICC Profile_photoprint 2023/5/5 17:26
Layout-3H CWC 2023/5/
Updator_headboard 3H 2023/5/5 17:2
cwc Updator_mainboard 3H_V10.0 2023/5/517:24
Waveform 2023/5/517:28
#3 dotNetFx40_Full x86 x64.exe 2019/2/27 14:40 49,268 KB
8| PhotoPrint Installation manual.pdf 2022/4/715:11 w ] 8017 KB
Win10 Setting before PM Installation.pdf.pdf ~ 2022/4/7 14:46 WPS PDF 32 1392 kB

(1) Open A+PM20210616 file where printer manager locates.

< Printer Manager > A+PM20210616 » v U O 7 A+PM20210616 higH
LA & : e e=1 Ko
Layout 2022/4/22 10:51 X
& app 2020/2/2415:31 ICO Bz 15 KB
25 setup 2021/6/16 16:13 RIFERErs 418 KB
#2 SetupPrinterManager x64 2021/6/16 16:13 Windows Installer .. 32,791 KB
| Vender 2020/2/2415:31 XML X4 1KB

(2) Click setup.exe to install Printer Manager.

& app.ico 2017/2/28 16:18 iR 15

KB
3_, setup.exe 2019/12/16 14:31 418 KB
#" SetupPrinterManager x64.msi 2019/12/16 14:32 27,536 KB
£] Vender.xml 2017/2/28 16:18 1KB

(3) When you see the following image, then click NMext.

ﬁ PrinterManager i X

Welcome to the PrinterManager Setup Wizard LA

The installer will quide you through the steps required to install PrinterManager onyour computer.

WYARNING: This computer prograrm is protected by copyright law and intemational treaties
Unauthorized duplication or distribution af this program. ar any portion of it, may result in severe civil
orcriminal penalties, and will be prosecuted to the maximum extent possible under the law.

HH

Cancel < Back
(4) When you the following, click Browse to choose where you want to install
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printer manager. And then click Next.

73 PrinterManager w2 X

Select Installation Folder

The installer will install Printertanager to the following folder.

Toinstallin this folder, click "Next". Ta install to a different folder, enter it below or click "Browse".

Folder:
C:“Progran Files‘\PrinterManager' Browse...
Disk Cost
Install PrinterManager for yourself, or for anyone who uses this computer.
(@ Everyons
(O Justme ' ‘ ‘
Cancel < Back [ext>

(5) When you see the following, click Next to continue.

i3 PrinterManager - X

Confirm Installation

The installer is ready to install Printerhanager on your computer.

Click "Mext" 1o start the installation.

(6) After installation complete, click Close.

73 PrinterManager - X

Installation Complete

Printertdanager has been successfully installed

Click "Close" to exit

Please use Windows Update to check for any critical updates to the NET Framework.

Close

During the installation, if you see the following, it means that you
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need to install computer environment dotNetFx40 Full x86 x64.

D1 = [3HBYHXUVWCW 1.8M 13200 - o X
M HE R ~ 0
=i 7 ko< 01= DA = SRR
o: LB X= m2 il |-
et o e RS el FOSRG ) il - TRE S
7 st e = S S| & a2 R
7 i g b= ermazn ORAEE
7 SR it k=3 ka3 R
7« v 1 1 > 3HBYHXUVWCW 1.8M.. v U | O #E3HBYHXUVWCW 1.8M 13200 higs
7 =
| = texEm
o GRS )
Bl [ oo
X ] rofile_photoprint i
§ v N Layout-3H WCV 2023/9/
4 B # Printer Manager 2023/9/1
=Es 4 Updator_headboard 3H 2023/9/1
" 160 Updator_ mainboard 3H V100 2023/9/1
L PM Waveform 2023/9/1
wi 2019/2/2
- 2002/4/7
Win10 Setting before PM Installation.pdf.pdf ~ 2022/4/7 EEEHEAT A
& WPSEER
@ OneDrive
= tkeeg
pEDYGE S
|- B
=B8R
& 3
TR
dag v o< B
101N EE
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4.2 How to Use Printer Manager

1. Click the following icon

mMAEew

ONY Cusiey Evsiustion pt

o o | Qi

@ Update head layout like the below. If your printer is single head, then choose

Layout-3H WCV.

l Update
\

Update Layout
Switch Layout
Password

Calibration Wizard

Real Setting

HeadParameter
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|4 = | 3HBYHXUVWCW 18M 13200
R #E  BR

» & 93 % B X “‘I BFRmE [ R BemsE
e = EHEE T szhnie) - P  SEE
=2 ] )L 2 R "
EIHR BN MR gy BUHSHE BE B0E R e ORARE
IR |n #E 7 R
« © 7> 3HBYHXUVWCW 1.8M... v OO {E3HBYHXUVWCW 18M 13200 dhiE
i : aEm
A BRI
7 Cleaning Parameters 2023/9/1
. 1CC Profile_photoprint 2023/977
2023/971
4 * Printer Manager 2023/977
* Updator_headboard 3H 2023/971
Updator_mainboard 3H_ V100 2023/971
PM Waveform 2023/9/71
wi o, dotNetFx40_Full xB6_x64.exe 201972/
R PhotoPrint Installation manual.pdf 2022/411
[E Win10 Setting before PM Installation.pdf.pdf 2022/4/7 SEEETREATE.
& WPsER
@ OneDrive
R
WIDIR

@ After you update layout, please click layout view to check if you

one.

UpdateWaveform
Edit
LayoutSetting
JobModeSetting

Layout View

Save Calibration Parameter

Load Calibration Parameter

update the right

History
Jr— - =
Gampte T SETOTTE TTE600
Fanatead e Epeon DX
esce
Heaoua pe. Diim_3HE_SORY.V1_1.0
, :
e scaway
o w00
et}
e e —e
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® Layout setting

UpdateWaveform
Edit

LayoutSetting

JobModeSetting

Layout View

Save Calibration Parameter

Load Calibration Parameter

History
LayerT
Layour serung X
Logoat List Luyont Satting Lyar Satting
Layer¥om Yinterlesve
Teentinae
T0£Eset
SubLayerNu

o Y HEH

BEZlDDDD
eew owlnowwow

Sowee Batatipe

Operate
i faos | (Gt | [Se]
== =
Layout Setting
e e et
fore tatalore 2 &
Kotz [0 B

e Tet——]

0 O 0O 00000 i
[0 Ll lslalalslsls E=r  [paetinnd |k
Operate
Al Renove Copy To [ sene
Taport Export
Layout Setting X
Layout List Layout Setting Layer Setting
Tinterlewve 2 H
Tontime 1
106zt 1600
Silayerfn |1 =

Operate

Add Renove

Copy To Sare

TInport Export

The print screen appears y offset, adjust the Yoffset value until it completely overlaps
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@ JobModeSetting

UpdateWaveform
Edit
LayoutSetting
JobModeSetting

Layout View

Save Calibration Parameter

Load Calibration Parameter

History

a5 PrintModes
Model List Setting Layout
. |4pass v Hisc .
IS _ hutoSkipWhite Global Lyewt: o v
"~ |8PPPP Bidirection  True
i |12PPP RepeatPrint  False
v v Print
e Feather Stroeng ¥hite Setting Varnish Setting
FeatherNozsle 0
FeatherType  Gradient T — "
QM1 100 : 100 i
FeatherValue 0 = Qars it
MirrorX False
MultipleInk  Default =
[Fass 6 Pass | Jesst
ReversePrint False D; :]!'n
0 O
v Thite Ink O Ox
Il tipleVarnist Default
MultipleWhitelr Default
mEH | e |
[Jintersect ] ] Intersect l
Operate
l Add ‘lnwn H Save J Copy To r.mtl Export

Recommend to use VSD3, strong feather, printer quality(High Precision)
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4.2 How to do Calibration

Update
Update Layout
Switch Layout
Password

Calibration Wizard

Real Setting

HeadParameter

Calibration mode: Vsd 3 360 precision_720 high speed
1. Step Check Enter value according to the real Calibration image. After you click

step check, the printer will print a calibration image.
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i &

[k ] [ Bets ] [ Friwes )

2. Vertical check Also vertical calibration, it" s to adjust head angle so that

printhead is aligned with the printing platform vertically. Usually, you need to

adjust screws on the head plate.
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Recommend to use 80-100 magnifier to look at the right channel.

e

When it likes the above, then it means your vertical check is perfect.

ST

When condition b appears, it means that head lens to the right, then please adjust

the screw as the arrow.

3. Horizontal calibration

(1) Bidirectional Calibration, Choose Group all Calibration

Print calibration image and enter the proper value to offset, make sure “0” is aligned
perfectly.
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Fead W) 5w TMWD) 9 1©) eI BM) V) B0 24 BV
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o 1 E R o O O O O O O I O |
Revise: [000 % S seo 03] Basesep [18315 3]
Bt [ seve [ <Bak || MNet> || Fnshed

3. How to Install Photoprint

“PhotoPrint Installation manual” About how to install in details, please take a look

at PhotoPrint Installation manual.

3H BYHX UV WCW 1.8M 13200

R )
Cleaning Parameters
ICC Profile_photoprint
Layout-3H WCV
Printer Manager
Updator_headboard 3H
Updator_mainboard 3H V10.0
Waveform
dotNetFx40 Full x86 x64.exe

PhotoPrint Installation manual.pdf

Win10 Setting before PM Installation.pdf.pdf

% N 4%

e HEA

2023/9/7 15:22
2023/9/7 15:22
2023/9/7 15:26
2023/9/7 15:27
2023/9/7 15:22
2023/9/7 15:22
2023/9/7 15:22
2019/2/27 1440
2022/4/7 15:11
2022/4/7 1446

3.1 Click this Icon to open photoprint software.
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(o
FlexiPRIN

RTUV
Armyjet
Edition 19

® Add printer. Do as below.

@ P PRINT OX Ayt Eiion
e td Sewp View belp

RIS [RERER @IS @Imnn
Add Setup X Add setup X%
s T What do you want to call your new setup?
What is the brand name of your color printer? | Armyjet-13200UV-BYHX 1
At e Do you want to print to your Armyjet-13200UV-BYHX from other applications?
What is the model name of your Armyjet? [J¥es, imstallthe deskiop driver
How is your Armyjet-13200UV-BYHX connected to your computer?
Armyjet-13200UV-BYHX -

FILE: -

£ Promp for fie path for each fle
[J Use custom extension:
Detauit location

}c \Users\rZ\Desktop

Back E Cacal Sharing Back fin | [ cance

®Open the /CC Profile photoprint.
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B > ANIEMEER (LD) > GIRENH 2 ) TWRHEELE > SHBYAA UV LWLU LSV 13200

A

=1 & HEA il )
Cleaning Parameters 2023/5/5 17:29 e
I ICC Profile photoprint I 2023/5/5 17:26 By
Layout-3H CWC 2023/5/5 1745 i
Printer Manager 2023/5/517:47 prgl=o
Updator_headboard 3H 2023/5/517:27 i
Updator mainboard 3H V10.0 2023/5/5 17:24 SfEE
Waveform 2023/5/5 17:28 prglics
4 dotNetFx40 Full x86 x64.exe 2019/2/27 14:40 RIFERER 49,268 KB
E| PhotoPrint Installation manual.pdf 2022/4/7 15:11 WPS PDF 344 8,017 KB
EB| Win10 Setting before PM Installation.pdf.pdf  2022/4/7 14:46 WPS PDF 32k 1,392 KB
@ Copy all the files as below.
W o> ZRHHEERR (D) > TRiRER( > HTERESE > 3H BYHX UV CWC 1.8M 13200 » ICC Profile_photoprint » Armyjet-13200UV-BYHX
EFR eXBE =2 K
4| AJ-BYHX-13200_UV1-4PASS 360x2400 .icc 2023/5/515:28 ICC BLES Y 1,327 KB
4] AJ-BYHX-13200-UV1-6PASS 360x3600 .icc 2023/5/5 16:01 ICC BeESfH 1,382 KB
4] AJ-BYHX-13200-UV1-8PASS 360x4800 .icc 2023/5/516:13 ICC BLES {4 1,382 KB
4| AJ-BYHX-13200-UV1-12PASS 720%3600 .icc 2023/5/516:25 ICC BLES {4 1,326 KB
4| AJ-BYHX-13200-UV1-high-8PASS 360x4800.. 2023/5/516:19 ICC ERB5F 1,326 KB

® Open the file where you install photoprint and find ICC profile—13200UV-BYHX,

and the paste them here.

> OS(C) > Program Files (x86) > SAi » FlexiPRINT 19 Armyjet Edition > ICCProfile > Armyjet-13200UV-BYHX

B

B En st %3 KN

4] AJ-BYHX-13200_UV1-4PASS 360x2400 .icc 2023/5/515:28 ICC BaE~s 1,327 KB
4| AJ-BYHX-13200-UV1-6PASS 360x3600 .icc 2023/5/5 16:01 ICC BB 1,382 KB
2] AJ-BYHX-13200-UV1-8PASS 360x4800 .icc 2023/5/516:13 ICC BB 1,382 KB
4] AJ-BYHX-13200-UV1-12PASS 720x3600 .icc 2023/5/5 16:25 ICC BaE~s 1,326 KB
4| AJ-BYHX-13200-UV1-high-8PASS 360x4800... 2023/5/516:19 ICC BB 1,326 KB
® Add Job
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Global Color Mapping.

Output Size Compane:

Test Prct

Edit the image

I Job Properties

I Preset: [Use Default Job Properties]

4 el 0L K- 2NV

| 45w

320.000cm x 22860.000cm v

= 22860.000cm =
0.000cm 73
0.000cm o

320000em =
[ |0.000cm 2

[ {0.000cm 2

Wi

Job size

&
=
=
%

f [20209cm = 100.000% =

i

= %

100.000% 2

m ‘lszlﬂ:m

I [JFit to media

Total size:
Position

[¢ [0.000m

Copies

1

'8 MProportional

20.299cm x 15.301cm

A

Basic job properties

A

Page previen

[F]Page nesting o
7 E i
3t
[ set Default send H oK H Cancel
Choose output profile and then click Send.
Job Properties o B
Preset: | [Use Defauit Job Properties]
PREIR R Rl ) ase previen 5
Use color correction v o
Output profile: | AJ-BYHX-13200-UV1-8PASS 360x4800 .icc v =
Media: AJ-BYHX-13200-UV12-8PASS »
Resolution: 360x4800 v DPI 2
Color mode:  CMYK(3 levels) *
Dither: Enhanced Stochastic v| & ;
=) =
[JSmooth gradients " |-
[AUse color mapping > R
[T [T :
[ Apply white knockout for overprint =
vaiab ot [ i
k
- ;

Set Default

J[ e ]
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Job Properties o x

Preset: | [Use Default Job Properties]

-

Direction: Bidirectional | Epson Mode High quality  +

Pass: s v

VSD Mode vsp3 v

Spot 1 Spot color v -«

Spot.2 Spot color v

Spoi3 None >
4 [spors Nere .

A

Spot Color & Ink st
Restore Defaults.

[ setvetarJ[sena | I[ cnce

: Job Properties o X
! Preset: | [Use Default Job Properties] T
& | &l & E 59w |@

[print as separations

e

Channel print as

Cyan Cyan

Magenta Magenta

Yellow Yellow

Black Black

White Spot 1

Varnish Spot2

-

2 &
e -

A

[ seoemn [ s J[ ok [ cancel
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