WV
ARMYJET

AJ-6004|IUV(Hoson)

Armyjet Manual for new printer installation



Warning

This manual is only suitable for Armyjet printers with hoson boards. If you install other
non-Armyijet printers and meet problems, Armyjet will not take responsibility. Armyjet owns the
full copyright of this manual.

Armyjet will update its printers each year. So there may have some differences from the real

printers.



1 Notes about installation

1.1 Installation environment

» Be sure that there is enough space

* Good environment: Temperature within 20-30°C, moisture within 40-60%
» Far away from sunshine, strong light and fire

* No dust.

1.2 Cautions

» Armyjet Power cable can only be used on Armyjet printers. Original power cable is more
stable.

* The printer should be connected to outlet with earth wires.

» Power should meet local requirements.

» Don’t use damaged wires

» Earth wire should be installed correctly.

1.3 Cautions in operation

« After power on, don’t touch head and head cable

« If you need to move printer or replace any parts like head or head cable, please power it

off first.

+ Clean or do maintenance on the printer, please power off the printer first.

* Never pour off waste ink into natural waters or something like it.

» Once you open the ink bottle, please use it as soon as possible. It's bad for printing
quality after you open the ink bottle for a long time and don’t use it.

» Don’t knock or shake the ink bottle, it will spill out ink.

» Keep the printer clean. Dust or liquid will cause electric leakage.

» Don’t use high pressure air rifle to clean the printer.

1.4 Personnel Security Guide

» Keep the ink out the reach of Children.

* Never drink ink. If you happen to swallow some ink, please see the doctor as soon as
possible.

« If some ink spills out on your skin, please clean with lots of water and some soap
immediately.

« If ink happens to enter your eyes, please clean it with clean water.

» Add or replace ink or something others related to ink, please wear glove, surgical mask,
and protective eye shields.



Part list
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ltem Name Quantity
(D) Power cable 1
(2) PP MINIUV 1
(3) Ethernet Cable 1
(4) Power cable of water tank 1
(5) Tools 1
(6) UV Protective Goggle 1
7 Syringe 1
Origin Sensor 1
(9) Head cable 14
10 UV ink tube 1m
11 Flash drive 1
12 Ink dampers 2
13 Protective Glove 1

Screw M5X16 20
19

Screw M3X6 12




2. Printer installation

2.1Pedestal Installation
2.1.1 Pedestal parts

1. Foot stool



2. Leg

3. Pull Rod

4 Waste ink bottle 5. water tank fixture



6. mechanical fastener system

7. Take up system

b o

8. Take up system 9. water tank



2.1.2 Pedestal Installation

Spet; 1

Spet; 2




Spet; 3

Spet; 4
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Spet; 5

In front

back
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2.3 Ink supply system installation

.

1

| Ll gy 9 ) I,

3. Printer Adjustment
3.1 Before power on your printer

Before you power on the printer, please remove the fixing parts on the carriage and peel off

the film on the guide rail.

12
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Buik Ink Sypp,

Printing Panel

=

=1k
White Ink
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3.3 How to install printhead
3.3.1 Before installing printhead

1. After initialization, screen will show like below. And then test all functions from the

panel and then power off the printer.
[E—,,

2. Remove the carriage cover and head board cover

3. Install Printhead

ANANRRARARNEYY

Leftup Right up
-1
13200 Head
-]
Left down Right up

O
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Connect head cable carefully, or it will burn your head or head board.
@.Install head on head plate like below.
®.After power on, loading ink. Load ink from ink pump and press cancel. After

cleaning, choose weak cleaning to make sure that all nozzles can print.

Menu——Head maintain——Fill ink

alect Auto clean
=21

in | #Fill ik

4. How to install software
Don’t need to install the software. Just click “ PrintExp” and then

you can use it.

. » 3HHSUV DTF .. v D 2O EEIHHSUV DTF A2 13
FAIR EHEr
Firmware 2023/9/22 13:15
ICC Profile photoprint 2023/9/22 13:14

PrintExp X64 V5.7.6.5.38.BS 20210519-60E... 2023/9/22 13:10

4.1 Connect printer with computer, you need to use the IP address we offer.

A

Troubleshoot problems

Open Network and Sharing Center
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\‘ ,!"" \| Local Area Connection
| 3 NW&M&umhmnm_.
X =7 Rest § | Disable

Status

Diagnose

Controel Panel Hume

sethings

Bridge Connections

Create Shortcut

¥ Rename

&% Realiek PCle GBE Famiy Controler

[Thes connection uses the following tems
| ¥ % Chert Fox Microscht Networks

2 SCBS Packe: Scheduier

|8 8!’-: and Prirter Sharng for Microsoft Netwarks

Transmission Conteol Protocol/inteme B
"Wide area network rAocol that provides oo
BOTOSE Gverse riercorrectad ne works

& Print

«

Ipenfile:

Print job list

—

?) @J ) xposomm

B

Check

@}Settmg

g

Clean

¥ Progerties
Ly
— ~ |
= = =4 e e N
—— Rename this connection  »

———g == "

41 Protocol Version 4 (TCP/IPvd) Properties m

| General

You can get IP settings assigned automatically if your network supports
i thus capabiity. Otherwise, you need to ask your network administrator
for the appropriate IP settings.
Obtain an [P address automatically
@ Use the following IP address:
[P address:

Subnet mask:

@ Adjust

©

Margin

E3Voltage

Right

EbAdvance

i

Flash Left Ahead Back X Reset

Job Dpi:
Print Mode

Print Pr
Print Time:

¢ Print Capacity

Print Length,

Print

Device Ready
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4.3 Open file, Connect

@ @

Print Setting
Print

PpenFile:

Count:

Print job list

= Copy
39.prt

X Count:

 Task Settina

1

1

X Margin

= Region

X Pos:

150.00 mm

mm

No PreView Print Mode:

Job Status:

3PASS LM

Y Count: 1 Y Pos:

mm
Task Ready

X Space:

Y Space:

Task Info:

Job Name

Job Dpi:
mage Size:
-olor Num

Print Mode:

0.00 mm Width: 845.11 mm

0.00 mm Height: 580.79 mm

39.prt

360 X 1800

845.11mm X 580.79mm
4

3PASS LM

Polyploidy ink amount

Color

White:

4.4 Open file, add the file you want to print

@ @

Print Setting
Print

PpenFile:
Count
Print job list

= Copy
39.prt

X Count:

No PreView Print Mode: 3PASS LM

Y Count:

Job Status: Task Ready

X Space:

Y Space:

Task Info:

Job Name

Job Dpi:
mage Size:
olor Num

Print Mode:

1
1

Ink Statistics (0].¢

1 X Margin: [150.00 mm

= Region

X Pos: (0.00 mm

Y Pos: 0.00 mm

mm Width mm

mm Height: mm

39.prt

360 X 1800

845.11mm X 580.79mm
4

3PASS LM

Polyploidy ink amount

Color:

White:

1
1

Ink Statistics OK

Save Set it according to your needs. Each time you change your setting, please press save.
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Common Setting

Print Speed
Print Direct
Pre-Print Flash

Auto Clean

UV Light

(=T {8iSetting @ Adjust

©

h  Margin

Margin Setting

X Margin:

ColorBar Setting
High Mode:
Bidirect Pos
On

Concentration:

Close Width:

Distance:

-a L Light a R Light

© File
-

dpenFile:

Head Install
Step Adjust
Head Space
Color Adjust

Pidjrec Adjust

a | Light @ R Light

@Prlni

83 Setting @ Adjust

©

Margin

B

Check Flash

Vertical check

Print Adjust

Left-Right tilt

E3Voltage

Ahead  Back X Reset

Advance Function

Channel: Normal

Setting

Mode: Depth
e: Fog Type

Load Ink Auto Jump White

Head Select: 1 head Type: Off

Load Ink Auto t: No

Speed

mm/s

Wait time:

Device Ready

E3Voltage [EbAdvance

W

Right Ahead Back X Reset

Edit

Front-Rear tilt

Device Ready

Please clean the head until all head nozzle are normal as below.
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@Vertical check  Adjust the angle to make sure that your head is vertical, and all alignment

is good.

@Head Install Nozzer check ®Vertical check Left-Right tilt Front-Rear tilt

Step Adjust

Head Space
Color Adjust

Bidirec Adjust

[11f]
RRRAN

Hi

(3)step Adjust  Adjust the value according the calibration image you print. Make sure that 0 is

coincided.

Head Install
il Base Step

@sStep Adjust Print Adjust
Head Space Calculate

Color Adjust

Bidirec Adjust

2 i = - = = = -
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@®Head Space

®Head Install

Step Adjust
Head Space
Color Adjust

Bidirec Adjust

D Horizontal
Right distance:  IPiiAGSY (PTREVET:
H2N 1353 JEEN 5 N 0 | [ 0 [N 1357 BN -7 Al o
[ 1 1 s N s | | | | ]

BBidirectional calibration

Adjust the value according the calibration image you print. Make sure that 0 is fully coincided.

Head Install

Step Adjust Bidirect Value: 13.00

Print Adjust
Head Space

Color Adjust

®@Bidirec Adjust

LTI R

i

L1 S T ]
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5.How to Install Photoprint

"PhotoPrint Installation manual” About how to install in details, please take a look

at PhotoPrint Installation manual.

BEAN > AHBREER (D) > TWIREHF > T BREEEE » 3HHS UV DTF A2 13200 »
IR &M EHE B il
Firmware 2023/9/22 13:15 pve =
ICC Profile_ photoprint 2023/9/22 13:14 M
PrintExp X64 V5.7.6.5.38.BS 20210519-60E... 2023/9/22 13:10 pralsd

= i i at..  2022/12/6 10:48 WPS PDF 32§ 3,365 KB
PhotoPrint Installation manual.pdf 2022/4/7 15:11 WPS PDF 344 8,017 KB

@Click this Icon to open photoprint software.

Q)

FlexiPRINT
MinilV
Armyjet

Edition 19

® Add printer. Do as below.

Turwc e | e amoe Craswracs Gesmios
=Rt [ATHINE @ IR @ITLNG
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Add Setup b4 i
Add Setup x
Choose a device
What is the brand name of your color printer? What do you want to call your new setup?
= I | Armyjet-MINI TX V2
Armyjet ~ |
What is the model name of your Armyjet? Do you want to print to your Armyjet-MINI TX V2 from other applications?
[[] Yes, install the desktop driver
Armyjet-MINI TX V2 v
How is your Armyjet-MINI TX V2 connected to your computer?
FILE: ~ Browse
£ Prompt for fle path for each fls
[ Use custom extension:
Defaultlacaton
[CAUsersZ\Deskaon J
]
[ |
r
Mext Cancel Sharing... Back I Finish ] I cancel ]
L W Drafila nhatanrint L

® Open the ICC Profile photoprint

“.. » 3HHSUV D.. »

v

3]

=2

Firmware
ICC Profile_photoprint

PrintExp X64 V5.7.6.5.38.8S 20210519-60E...

-} lal)"g ZHZH
« 3H H.. » ICC Profile p.. » v
=1
OutputDrivers

Je)

1#Z"3H HS UV DTF A2

122 HER

2023/9/22 13:15
2023/9/22 13:14
2023/9/22 13:10

HmE
L EE"ICC Profile_photoprir
&5 e

2023/9/22 13:14

o+
b 4
+
b g

#| AJ-HS-13200-UV-DTF-6PASS V720x1800 6P...
4| AJ-HS-13200-UV-DTF-8PASS V720x2400 8P...

2023/9/16 15:06
2023/9/22 1312

® Open the file where you install photoprint and find ICC profile—Epson-TX,

and the paste them here.
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® AddJob

Setup Job Name t

Setup Properties...
Default Job Properties...

5t Delete
Duplicate Setup...

(¥ Make Active
Color Profiter...
Color Profling Wizard...
Color Profile Anslyzer...
Variable Dot Profiler...
Optimize ICC for Pantone...
Output Validation...
Global Color Mapping...
Output Size Compensation...
Test print

Edit the image

Elsu.mm ‘; m 122860Mcm E:_}I|

E]ln.ooocm g i !D.Dotkm H\
Dlln.ooo«n E = !G.DOOcm Eﬂ

1

2: @ -
Setdiin

Job size

A

-

213 ) B
E?‘“#‘, %y, oL 13

i |57.997cm El % imo.m ﬂ

FY 1

Iltmmm é % 1mo.ooo% l;.l

v
s
< o
<0

¢
s
r %
o)
¥

M
. bl
: =
1 M Ofttomedia i EProportional 2 %
o i s WXy i
E Total size: 57.997cm x 100.000cm 4 a
= -= €N nh
— - -« ' - '_ L
Dc-lu.aoucm LL:.i =] io.uoam. ’.;.1\ iJ % - § %
R Y
ﬁll lz' o 10154::“ H‘ L ® ! BT B
78 [0254cm E“ " s
Page range: [ Page nesting

F 6

Choose output profile and then click Send.
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Job Properties
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@
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EUsecniormmnion

5]

‘ AJ-HS-13200-UV-DTF-BPASS

Media:

~| o

Resolution:  V720x2400 BPass

~ | choke...

Color mode;  CMYK(3 levels)

u.‘ Edit.

[JSmooth gradients

[ Use color mapping

[JAnti-aliasing

[Jignore overprint

| |

Set Default

=

Choose Spot color

IR [+

R G IE- AR~ 3

Preset:  [Use Default Job Properties]

4

Job Properties.

() [caent prvien

.rﬁ P 4 . ﬁw..'l
“Wiﬁnw 2E 3 ._.;mn

o) =O% i)
i
58 ERn g B 0 32

L
W FaE+ 1+

WD T WIS T

b

sL [ S8’ o £ o5 A oc' s &

e
e e

oQe

e

Restore Defaults

[JDouble vamish ] White(varnish) only
Spotcolor v
v‘

|$pot color

White ink options:
Varnish ink options:

el o]

| T |

Set Default

l [ODouble white

Choose the type of spot color
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Default Job Properties

Preset:

@ &la |\

Print separations in color

v

i K21~ 3

Channel

Red

Green

Blue
Spot_White
Spot Varnish
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